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PANELCO
METAL COMPOSITE PANELS & CONSTRUCTION ELEMENTS

ÅñãïóôÜóéï: ÂÉÐÅ Ëáìßáò, Ï.Ô. 4Â, 35100, Ëáìßá, Ôçë.: 22310-66122-3, Fax: 22310-43771
ïÃñáöåßá Íüôéáò ÅëëÜäáò & Åîáãùãþí: 54  ÷ëì. ÅèíéêÞò ïäïý Áèçíþí-Ëáìßáò, ÈÝóç Ëõóßá, 32011, Ïéíüöõôá, Âïéùôßá

Ôçë.: 22620-32200, Fax: 22620-30791
Ãñáöåßá Âüñåéáò ÅëëÜäáò: Ðáëáéüêáóôñï, 57200, Ùñáéüêáóôñï, Èåóóáëïíßêç, Ôçë.: 2310-687935, Fax: 2310-687924

Production Plant: Industrial Zone of Lamia, S.B. 4B, 35100, Lamia, GREECE. Tel.:+30 22310-66122-3, Fax: +30 22310-43771
thSales Southern Greece and Exports: 54  km Athens-Lamia National Road, Thesi Lisia, 32011, Inofita-Viotia, GREECE

Tel.: +30 22620-32200, Fax: +30 22620-30791
Sales Northern Greece: Paleokastro, 57200, Oreokastro-Thessaloniki, GREECE, Tel.: +30 2310-687935, Fax: +30 2310-687924



ÅÉÄÉÊÁ ÔÅÌÁ×ÉÁ
& ÕËÉÊÁ
ÓÕÍÄÅÓÇÓ

Ãéá ôçí ïëïêëÞñùóç ôçò êáôáóêåõÞò 
åíüò Ýñãïõ áðáéôåßôáé ìéá óåéñÜ 
åéäéêþí ôåìá÷ßùí ôá ïðïßá 
åîáóöáëßæïõí ôçí ðëÞñç 
óôåãáíüôçôÜ ôïõ, åíþ ðáñÜëëçëá 
ìðïñïýí íá âåëôéþóïõí ôçí 
áéóèçôéêÞ ôçò êáôáóêåõÞò.
ÐáñÜãïíôáé áðü óôñáíôæáñéóìÝíá 
ãáëâáíéóìÝíá êáé ðñïâáììÝíá 
÷áëõâïåëÜóìáôá óå ðÜ÷ç áðü 0,45 - 
1,25mm, ìÝãéóôï ìÞêïò 6,00m êáé 
ó÷Þìá áíÜëïãï ôùí áíáãêþí ôçò 
åêÜóôïôå åöáñìïãÞò.
Ç óýíäåóç ôùí ðáñáðÜíù, üðùò êáé 
ôùí õëéêþí åðéêÜëõøçò êáé 
ðëáãéïêÜëõøçò ìå ôï öïñÝá 
ãßíïíôáé êõñßùò ìå áõôïäéÜôñçôåò 
âßäåò.
Ç óôåãÜíùóç óôá óçìåßá ôçò 
óôåñÝùóçò åðéôõã÷Üíåôáé ìå 
ñïäÝëåò EPDM Þ íåïðñåíßïõ ïé 
ïðïßåò åßíáé Üêñùò áðáñáßôçôåò êáé 
äåí ðñÝðåé íá ðáñáâëÝðïíôáé.
Ãéá êáëýôåñç õãñïìüíùóç êáé åéäéêÜ 
óå êôßñéá ìå ìéêñÞ êëßóç (êÜôù ôïõ 
5%) óõóôÞíåôáé ç ÷ñÞóç 
óôåãáíùôéêþí õëéêþí óôéò åíþóåéò 
ôùí ðåôáóìÜôùí.
Ôá ðáñáðÜíù õëéêÜ èá ðñÝðåé íá 
åßíáé åëáóôïìåñÞ, íá Ý÷ïõí êáëÞ 
ðñüóöõóç, áíôßóôáóç óôïõò 
õäñáôìïýò êáé áíôï÷Þ óôç 
èåñìïêñáóßá êáé óôéò õðåñéþäåéò 
áêôßíåò (üôáí áõôÜ åöáñìüæïíôáé 

ÁÖÑÙÄÇ ÐÁÑÅÌÂÕÓÌÁÔÁ - CROSS SECTION CEILING

ÌÅÔÁËËÉÊÁ ÊÁÐÅËÁÊÉÁ - METAL CAPS

ÁÕÔÏÄÉÁÔÑÇÔÅÓ & ÄÉÐÁÓÅÓ ÁÕÔÏÄÉÁÔÑÇÔÅÓ  ÂÉÄÅÓ - SCREWS FOR PANELSÕÃ. ÃÙÍÉÁ - SANITARY ANGLE (PVC)

To complete the construction of a 
project, a series of flashings are 
required to provide for a fully water-
proofed construction, while at the 
same time improve its aesthetic 
appeal.
These are produced from bended, 
galvanized and pre-painted steel 
sheets ranging from 0.45mm through 
1.25mm in thicknesses and maximum 
length of 6.00m. Their shape depends 
on the requirements of the intended 
application.
Mounting of such products, as well as 
the roof and wall cladding materials 
on the bearing structure is achieved 
primarily by self-drilling screws.
Water-proofing in mounting points is 
achieved by EPDM or neoprene 
washers, which are necessary and 
should always be used.
For even better water-proofing and 
when used in buildings with a low rate 
of inclination (less than 5%), it is 
recommended that water-proofing 
materials be used in the sheet 
linkages.
The above products should have 
elastomeric properties, good 
adhesion, be water vapour-resistant, 
temperature-resistant and UV-
resistant (when used in combination 
with translucent sheets).
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ÅÉÄÉÊÁ ÔÅÌÁ×ÉÁ - FLASHINGS

Ôá äéáöþôéóôá ðÜíåë áðïôåëïýíôáé áðü äýï 
ðïëõåóôåñéêÜ ôñáðåæïåéäÞ öýëëá. Ôï Üíù öýëëï 
(ðÜ÷ïõò 1,5mm) ìÝíåé êáôÜ ôçí åöáñìïãÞ ôïõ óå üëá ôá 
ðÜ÷ç ðáíÝëùí ôï ßäéï. Ôï êÜôù öýëëï (ðÜ÷ïõò 1,0mm) 
ðñïóöÝñåôáé óå äéÜöïñá ýøç áíÜëïãá ìå ôï ðÜ÷ïò ðïõ 
èÝëïõìå íá åðéôý÷ïõìå.
Ôá äéáöþôéóôá äéáôßèåíôáé êáé ùò óêÝôá öýëëá ãéá 
÷ñÞóç óå óõíäõáóìü ìå ôñáðåæïåéäåßò ëáìáñßíåò  
ôýðïõ
TPS 40.1000, TPS 50.1000 êáé TPS 38.920.

ÄÉÁÖÙÔÉÓÔÁ ÐÁÍÅË

Translucent panels consist of two trapezoidal polyester 
sheets. The upper sheet (Thickness 1,5mm) is the same in 
all applications, regardless of the PU panel thickness.
The lower sheet (Thickness 1,0mm) is available in different 
heights, depending on the PU panel thickness.
The translucent sheets can also be used as simple 
trapezoidal sheets in combination with TPS 40.1000,
TPS 50.1000 and TPS 38.920.

TRANSLUCENT PANELS

Ôýðïò ÐÜíåë ÏñïöÞò 
ÐïëõïõñåèÜíçò

PU Panel Type

ÄÉÁÖÙÔÉÓÔÁ ÐÁÍÅË
TRANSLUCENT PANELS

PS-R1000/30mm
PS-R1000/40mm
PS-R1000/50mm

40/250/40
40/250/40
40/250/40

¢íù öýëëï
Upper sheet

ÊÜôù öýëëï
Lower sheet

40/250/70
40/250/80
40/250/90

1004mm
57mm

1037mm

251mm 24,8mm 21,8mm
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