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PANELCO
METAL COMPOSITE PANELS & CONSTRUCTION ELEMENTS

ÅñãïóôÜóéï: ÂÉÐÅ Ëáìßáò, Ï.Ô. 4Â, 35100, Ëáìßá, Ôçë.: 22310-66122-3, Fax: 22310-43771
ïÃñáöåßá Íüôéáò ÅëëÜäáò & Åîáãùãþí: 54  ÷ëì. ÅèíéêÞò ïäïý Áèçíþí-Ëáìßáò, ÈÝóç Ëõóßá, 32011, Ïéíüöõôá, Âïéùôßá

Ôçë.: 22620-32200, Fax: 22620-30791
Ãñáöåßá Âüñåéáò ÅëëÜäáò: Ðáëáéüêáóôñï, 57200, Ùñáéüêáóôñï, Èåóóáëïíßêç, Ôçë.: 2310-687935, Fax: 2310-687924

Production Plant: Industrial Zone of Lamia, S.B. 4B, 35100, Lamia, GREECE. Tel.:+30 22310-66122-3, Fax: +30 22310-43771
thSales Southern Greece and Exports: 54  km Athens-Lamia National Road, Thesi Lisia, 32011, Inofita-Viotia, GREECE

Tel.: +30 22620-32200, Fax: +30 22620-30791
Sales Northern Greece: Paleokastro, 57200, Oreokastro-Thessaloniki, GREECE, Tel.: +30 2310-687935, Fax: +30 2310-687924
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ÓÔÁÔÉÊÁ ÌÅÃÅÈÇ ÄÉÁÔÏÌÙÍ ÔÕÐÏÕ C
STATIC VALUES FOR C - CROSS SECTION
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ÃÅÙÌÅÔÑÉÊÁ ÌÅÃÅÈÇ ÄÉÁÔÏÌÙÍ ÔÕÐÏÕ C
GEOMETRICAL VALUES FOR C - CROSS SECTION

140

140

180

180

210

210

210

H

15

15

20

20

20

20

20

60

60

65

65

65

65

65

B C R

3,94

5,25

4,76

6,37

5,18

6,92

8,65

2F cm

115,70

153,90

228,50

303,80

328,20

435,90

540,90

Jx

4cm

16,30

21,60

25,00

33,30

30,90

40,90

50,80

Wx

3cm
ex

cm

Æ 140-1,5

Æ 140-2,0

Æ 180-1,5

Æ 180-2,0

Æ 210-1,5

Æ 210-2,0

Æ 210-2,5

ÄÉÁÔÏÌÇ
CROSS

SECTION

u-u & w-wy-yx-x

ÓÔÁÔÉÊÁ ÌÅÃÅÈÇ ÄÉÁÔÏÌÙÍ ÔÕÐÏÕ Z
STATIC VALUES FOR Z - CROSS SECTION
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ÃÅÙÌÅÔÑÉÊÁ ÌÅÃÅÈÇ ÄÉÁÔÏÌÙÍ ÔÕÐÏÕ Z
GEOMETRICAL VALUES FOR Z - CROSS SECTION
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The thin gauge profiles C and Z are 
cold-rolled products which can be 
used in building constructions as 
purlins for mounting of roof and wall 
cladding materials, windshield links, 
door and window frames, etc. 
They are especially cost - and time-
efficient in the construction of a 
project, while improving construction 
quality owing to better weight / 
durability ratio compared to 
conventional purlins, and lower 
transportation costs owing to their 
lighter weight. In addition, waste of 
material is minimal as they can be cut 
and drilled at the desired dimensions, 
while installation is achieved by 
screws requiring no welding.

ÔÅÃÉÄÅÓ PURLINS

Ïé ëåðôüôïé÷åò äéáôïìÝò C êáé Z 
åßíáé ðñïúüíôá øõ÷ñÞò åîÝëáóçò êáé 
ìðïñïýí íá ÷ñçóéìïðïéçèïýí óôçí 
êáôáóêåõÞ åíüò êôéñßïõ ùò ôåãßäåò 
êáé ìçêßäåò ãéá ôçí Ýäñáóç ôùí 
õëéêþí åðéêÜëõøçò êáé ðëáãéïêÜëõ-
øçò, ùò áíôéáíÝìéïé óýíäåóìïé, ùò 
ðëáßóéá èõñþí êáé ðáñáèýñùí, ê.ëð.
Ç ÷ñçóéìïðïßçóÞ ôïõò åðéöÝñåé 
óçìáíôéêü üöåëïò óôï êüóôïò êáé 
óôï ÷ñüíï êáôáóêåõÞò åíüò Ýñãïõ, 
âåëôéþíïíôáò ôáõôü÷ñïíá ôçí 
ðïéüôçôá êáé áõôü ãéáôß ï ëüãïò 
âÜñïõò / áíôï÷Þò åßíáé êáëýôåñïò 
áðü ôéò óõìâáôéêÝò ìçêßäåò - 
ôåãßäåò, ôï êüóôïò ìåôáöïñÜò åßíáé 
÷áìçëüôåñï ãéáôß åßíáé 
åëáöñýôåñåò, äåí õðÜñ÷åé áðþëåéá 
õëéêïý ãéáôß ãßíåôáé êïðÞ êáé 
äéÜôñçóç óôéò åðéèõìçôÝò 
äéáóôÜóåéò êáé åðéðëÝïí êáôÜ ôçí 
ôïðïèÝôçóÞ ôïõò äåí õðÜñ÷ïõí 
ðïõèåíÜ óõãêïëëÞóåéò áöïý 
ôïðïèåôïýíôáé ìå êï÷ëßåò.

PANELCO
METAL COMPOSITE PANELS & CONSTRUCTION ELEMENTS

MATERIAL SPECIFICATIONS

Steel: S 320 GD per EN 10326:2004
Coating: Z 275
Coating standard: NORMA EN 10326
Thickness tolerance: EN 10143
Width tolerance: EN 10143
Curvature tolerance: EN 10143

ÐÑÏÄÉÁÃÑÁÖÅÓ ÕËÉÊÙÍ

×Üëõâáò: S 320 GD,
êáôÜ EN 10326:2004
ÅðéêÜëõøç: Z 275
ÓôÜíôáñ åðéêÜëõøçò: NORMA 
EN 10326
Áíï÷Ýò ðÜ÷ïõò: EN 10143
Áíï÷Ýò ðëÜôïõò: EN 10143
Áíï÷Ýò êáìðõëüôçôáò: EN 10143
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